HUONG DAN SU DUNG PACKET TRACER CO BAN

1. Giéi thiéu man hinh chirc ning chinh
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Toggle PDU List Window

Trong do :

(1) : Thanh menu

(2) : Thanh cong cu thao tac voi file

(3) : Ving 1am viéc. Céc so dd mo phong mang thiét l4p tai ving nay

(4) : Cac loai thiét bj. Mot sd thiét bi bao gom :
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Router Switch Hub Connection End device

(Bo dinh | (B6 chuyén | (B6 chia) (Cap kétndi) | (Thiét bi dau
tuyén) mach) cudi)

Moi logi ¢6 nhiéu thiét bi c¢é tén khdc nhau. Vi du Routers ¢ 1841, 2620XM, 2621XM...
Thém thiét bi vao so do (trén vimg 3) bang thao tdc kéo tha.

(5) : Cac cong cu tuong tac véi thiét bi. Mot s6 cong cu quan trong gom :

Lua chon. Sau khi chon cong cu nay, nhép dap vao thiét bi s& hién thi man
" hinh cau hinh cho thiét b d6.

4 Xoéa mot thiét b

" . SR, s

e Xem thong tin cua thiét bi

I:Ej * Thém mot goi tin dé quan sat voi Header mac dinh

Dn.ﬁ.;-‘" Thém mét goi tin dé quan sat. Cho phép dit thong sé cua Header

(6) Ché d6 m6 phong :

Realtime : Ché do thoi gian thuec.

Simulation : Cho phép quan sat cac buoc hoat dong cua mang

(7) Li¢t ké trang thai cac gobi tin dugc quan sat

(8) Kiéu so dd mang can mé phong. Trong bai thuc hanh chi yéu s& dung so do logic.
2. Cach xiy dung mét so dd don gian

Trong muc nay, chiing ta s€ xay dung mot so d6 mang don
gian nhu hinh vé sau:

Trudc khi md phong mang ching ta can phai xac dinh trudc
cac thong s6 can cAu hinh. Pic biét la cAu hinh dia chi IP :

— Panh ky hiéu cac cong trén router R, switch SW nhu
hinh vé.
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— So dd ¢6 1 mién quang ba, do do can mot dai dia chi IP. Gia sir chon dai dia chi
192.168.1.0 /24

Chu y : Khi noi dai dia chi 192.168.1.0 /24 nghia la :

» Dia chi mang (Network Address): 192.168.1.0 /24

» Dia chi quang bad (Broadcast Address): 192.168.1.255 /24

> Cdc dia chi mdy tram (Unicast Address): 192.168.1.1/24 dén 192.168.1.254 /24
Bay gio chiing ta bit ddu dung phan mém Packet Tracer dé mé phong so do mang trén

Chii y : Dé quan sat so dé ré rang hon, trén thanh menu chon muc
Options DPreferences=> Tab Interfuce. Chon tit cd trong phan Customize User
Experience.

— Buwdc 1 : Khoi dong chuong trinh.
> Kiéu so d6 : Logic

> Ché do mé phong : Realtime
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— Buéc 2 : Thém Router 2621XM va Switch 2950T-24 vao so do. Nhép dap | 3
vao nhian thiét bi dé doi tén gidng nhu so do. 262 %M
tatl,l'lj

— Buédc 3 : Dung cap xodn d6i déu thiang trong muc thiét bi il
Connections dé két ndi 2 thiét bi. Nhép vao Router R, chon céng ﬂ

FastEthernet0/0 (hay Fa0/0) twong Gng cong R-EO. Nhip vao Switch SW, 29550;_24

chon cong FastEthernet0/1 (hay Fa0/1) twong ing cong SW-EO. Sau khi ding
cap két ndi hai thiét bi, trang thai lién két 1a “Down” (chdm bao mau do).

— Buwéc 4 : Thém mdt may tinh PC trong muc thiét bi End Devices vao so do, dit tén
12 PC1. Thuc hién két ndi PC1 v6i Switch SW tuong tu nhu bude trén.

— Buwéc 5 : Ciu hinh dia chi IP cho PC1. Dung cong cu Selections nhap dip vao
PC1, chon Desktop = IP Configuration :

» Chon Static
> IP Address : 192.168.1.2
> Subnet Mask : 255.255.255.0

> Default Gateway : 192.168.1.1 (dia chi cong Fa0/0 cia router di cdu hinh ¢
buoc 4)



» DNS Server : 8.8.8.8
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— Buwéce 6 : Thuc hién cho PC2, PC3 tuong tu budc 4,5.
Sau budc 6 ta di gia lap xong so dd trén.

Pé thuc hién céac 1énh kiém tra két ndi cho cac may tram, ta co thé chon Desktop 2>
Command Promp. Trén ctra s, hiy sir dung 1énh ping dé kiém tra cac két ni.

3. Céu hinh cho switch va router ¢ ché d CLI

Pé thuc hién ciu hinh cho switch va router & ché do CLI, ta nhép chudt chon thiét bi
trén so d6 mo phong va chon thé CLL



